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[57] ABSTRACT 

A combined coolant storage tank and sump located 
within the containment structure which surrounds and 
isolates the nuclear reactor. The combined tank and 
sump provides a means for storing a supply of emer-
gency coolant for use in cooling the nuclear core of 
the reactor in the event of a loss of coolant accident in 
the primary coolant circulating loop and also provides 
a means for accumulating any coolant fluid discharged 
into the containment atmosphere. Conduit means flow 
couple the combined tank and sump and the nuclear 
reactor, and drive means are provided for driving the 
emergency coolant from the combined tank and sump 
into the nuclear reactor in the event of an emergency 
requiring injection of the coolant into the nuclear re-
actor. Also the combined tank and sump provides a 
means for relieving the pressure in the secondary side 
of the heat exchanger and in the pressurizer. 

2 Claims, 2 Drawing Figures 
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DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

3 , 8 5 9 , 1 6 6 

1 2 
COMBINED STORAGE TANK AND SUMP FOR bined tank and sump into the nuclear reactor in the 

NUCLEAR REACTOR event of a loss of coolant accident. 

BACKGROUND OF THE INVENTION ^ a n a r r a n f m < f P r o v i d e s numerous advantages 
over the conventional arrangement of a separate cool-

The present invention relates to nuclear reactors and 5 ant storage tank located outside the containment struc-
more particularly to an improved emergency core cool- ture and a separate containment sump located inside 
ing system for such reactors. the containment structure. Among these advantages 

In the event of an accident in which there is a break are the following: a reduction in the required amount 
in the reactor coolant system, it has been postulated of piping and the elimination of several large valves 
that the entire coolant medium which absorbs and re- 10 heretofore necessary with a conventional arrangement; 
moves the heat generated in the nuclear core will be elimination of the switching signal necessary to switch 
lost or at least considerably decreased. Although con- the suction of the standby pumping system from the rc-
trol elements are inserted into the core upon the occur- fueling water tank to the containment sump; and elimi-
rence of such an accident to terminate the fission pro- nation of rapid temperature transients experienced 
cess, decay heat, generated by the already formed fis- 15 within the emergency core cooling system when swtich-
sion products, is capable of causing fuel or clad melting ing suction of the pumping system from the refueling 
if sufficient cooling is not supplied to the fuel. Further- water tank (which contains relatively cool water) to the 
more, the overheating of the fuel cladding can result in containment sump (which contains relatively hot wa-
a severe chemical reaction with its environment which ter). These and other advantages will be discussed 
may not be reversed by later cooling procedures. Ac- 20 hereinafter in the description of the preferred embodi-
cordingly, it is necessary to immediately provide a suffi- ment. 
cient coolant flow through the nuclear core to insure 
that this overheating of the fuel and cladding does not B R I E F DESCRIPTION OF THE DRAWINGS 
occur. FIG. 1 shows a schematic diagram of a reactor system 

To accomplish this purpose conventional emergency 25 utilizing the prior art arrangement for an emergency 
core cooling systems have generally relied upon a pas- core cooling system; and 
sive injection system, usually located inside the con- FIG. 2 shows a schematic diagram similar to FIG. 1 
tainment structure housing the reactor, and a large which illustrates the novel arrangement for the emer-
coolant storage tank and standby pumping system lo- gency core cooling system of the present invention, 
cated outside of the containment structure. In the event 3 0 

of a loss of coolant accident the passive injection sys-
tem will immediately inject coolant fluid into the reac-
tor to cool the nuclear core therein while the standby Referring now to the drawings, FIG. 1 shows sche-
pumping system is being activated. Once activated, the matically a nuclear steam supply system employing a 
standby pumping system will provide a continuous in- 3 5 conventional emergency core cooling system. Gener-
jection of coolant fluid into the nuclear core from the ally there is provided a nuclear reactor vessel 10 
large coolant storage tank. A sump is normally pro- housed and completely contained within a containment 
vided within the containment structure for accumulat- structure 16 which is represented in FIG. 1 as a wall 
ing the primary coolant fluid spilled out through the separating and isolating the nuclear steam supply sys-
break in the reactor coolant system and also for accu- 4 0 tem from the outside environment. The nuclear reactor 
mulating emergency coolant which has been injected vessel 10 has a primary coolant inlet opening 12 and a 
into the nuclear reactor and also spilled out through the primary coolant outlet opening 14 formed integrally 
break. Since it is postulated that the cooling of the core with and through its cylindrical walls. As is known in 
will necessarily take a long time (usually a couple of the art the vessel 10 contains a nuclear core (not 
days at a minimum), when the storage tank coolant 4 5 shown) which generates substantial amounts of heat 
level becomes low the suction of the standby pumping depending upon the position in operation of a control 
system is switched to the containment sump to thus means. Generally the control means consists of control 
provide a continuous injection of emergency coolant rods 17 operable automatically and manually from out-
into the nuclear core. side the reactor. The control rods 17 are comprised of 

a neutron absorbing material which is well known in 
the art and which is capable of controlling and shutting 

As herein described there is provided a novel ar- down the nuclear reaction in the core. The heat gener-
rangement for an emergency core coolant system of a ated by the reactor core is conveyed from the core to 
nuclear reactor. In a conventional nuclear reactor sys- 5 5 the primary reactor coolant fluid which enters the reac-
tem having a nuclear reactor and at least one primary tor through the inlet means 12 and exits through the 
coolant flow loop housed within a containment struc- outlet means 14. The heated coolant fluid then flows 
ture, the novel emergency core cooling system com- via conduit 18 to a heat exchange unit or steam genera-
prises a combined coolant storage tank and sump lo- tor 20. The primary coolant fluid after flowing through 
cated within the containment structure, conduit means 6 Q the steam generator 20 is returned to the reactor 10 via 
and drive means. The combined coolant storage tank conduits 22 and 26 which complete a closed primary 
and sump within the containment structure provides coolant flow loop. The primary coolant pump 24 is pro-
storage for a supply of emergency coolant and also pro- vided to induce and control the flow of the reactor 
vides for accumulation of any coolant fluid discharged coolant through the nuclear reactor system and is inter-
into the containment atmosphere. The conduit means 6 5 posed between the conduit means 22 and 26. 
flow couples the combined tank and sump and the nu- A pressurizer 28 is provided in fluid communication 
clear reactor, and the drives means provides a driving with the coolant in the conduit 18 in order to maintain 
force to drive the emergency coolant from the com- the reactor coolant system operating pressure at a de-

SUMMARY OF THE INVENTION 
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sired level and to help compensa te for changes in the 
reactor coolant volume during load changes of the re-
actor 10. The pressurizer 28 is of the general type 
which controls the system operat ing pressure by main-
taining steam and water in thermal equilibrium at the 
desired operat ing level. Overpressure protect ion of the 
reactor vessel 10 and coolant piping 18, 22, 26 on the 
primary side is provided by safety valve 30. If the pres-
sure exceeds an acceptable level, steam is released 
f rom the pressurizer 28 by the safety valve 30 through 
discharge line 32 into a quench tank 34 which cools 
and condenses the discharge from the pressurizer 28 
thus preventing release of steam into the a tmosphere 
within the conta inment s t ructure 16. 

The heat exchange unit or steam generator 20 is of 
the general type wherein the hea ted primary coolant 
fluid is conveyed through means (not shown) which are 
in heat exchange relat ionship with water which is uti-
lized to p roduce steam. T h e secondary water is intro-
duced into the steam generator 20 through inlet line 36 
and the steam exits f rom the steam generator 20 
through exit line 38 where it is then conveyed to a tur-
bine (not shown) fo r the product ion of electricity. 
Overpressure protect ion in the secondary side of the 
nuclear s team supply system is provided by safety valve 
42 placed in a vent line 4 0 outside the conta inment 
s t ructure 16, the vent line 40 being coupled to the 
steam exit line 38 inside the conta inment s tructure 16 
and passing through the conta inment s tructure wall to 
the outside a tmosphere . Steam is released from valve 
42 in the event of overpressurization to the outside at-
mosphere through discharge line 44. 

Also shown in FIG. 1 is a conventional emergency 
core cooling system for cooling the nuclear core in the 
event of a loss of coolant accident , such as a break in 
the primary reactor coolant loop. In the event of such 
an accident , two things usually happen as the coolant 
leaves the reactor vessel: the re is a drastic decrease in 
pressure in the primary coolant loop and there is a sig-
nificant increase in pressure (due to steam being gener-
ated in the nuclear core and released to the contain-
ment a tmosphere ) within the conta inment s tructure 
16. Upon the detect ion of either of these two events the 
emergency core cooling system is actuated. 

The conventional emergency core cooling system re-
lies upon the injection of a large quantity of coolant 
fluid (usually water) into the nuclear core to cool the 
nuclear core and remove the heat generated therein. 
To this end there is provided a coolant storage tank 48 
and standby pumping system 64, 66 for driving coolant 
from the tank 48 into the nuclear reac tor vessel 10. 
Since there is a critical time delay in actuating the 
pumping system 64, 66 to bring it up to full operat ion, 
a completely passive safety injection system is normally 
provided. By passive it is meant that no electrical sig-
nal, opera tor action or outside power source is required 
for the system to funct ion. As is well known in the art 
and as depicted in FIG. 1, such a system may comprise 
a tank 50 containing emergency coolant under pressure 
for injection into the reac tor vessel 10 through a dis-
charge line 52 coupled to the primary condui t 26. In 
the event of an accident in which the coolant is lost 
from the core, the coolant pressure in the primary cool-
ant loop decreases. When it decreases to a value below 
that of the coolant under pressure in the tank 50, a 
check valve 54 in the discharge line 52 opens to allow 
the emergency coolant in the tank 50 to be injected 

into the reac tor vessel. The check valve 54 is normally 
closed by the high pressure of the primary coolant act-
ing against it. The amount of coolant in the tank 50 is 
sufficient to keep the core cool while the pumping sys-
tem 64, 66 is being brought to full operation to drive 
coolant f rom the coolant storage tank 48 into the reac-
tor 10. 

The pumping system 64, 66 allows for two modes of 
injection of coolant f rom the coolant storage tank 48 
into the reactor 10: a low pressure injection to provide 
injection of large quantit ies of water to the core and a 
high pressure injection to maintain a water cover over 
the entire core for extended periods of time. This high 
pressure injection is necessary since the decay heat 
generated in the core is sufficient to produce large 
quantit ies of steam within the reactor vessel 10 which 
might otherwise tend to block coolant f rom reaching 
the nuclear core. The low pressure system comprises a 
low pressure pump 64 interposed in a low pressure con-
duit 60 which is connected to the discharge conduit 56 
of the coolant storage tank 4 8 and which passes 
through the wall of the conta inment s t ructure 16. In-
side the conta inment s tructure 16, the low pressure 
conduit 60 is flow coupled to an injection conduit 68 
which in turn is flow coupled to the discharge line 52 
of the safety injection tank 50. A low pressure safety 
injection valve 70 is positioned in the condui t 60 out-
side of the conta inment structure 16. In the event of a 
loss of coolant accident , an injection signal is generated 
in any well-known manner which causes the pump 64 
to start and the valve 70 to open to allow coolant from 
the storage tank 48 to be injected into the reactor ves-
sel 10 via primary coolant conduit 26. The high pres-
sure injection system is similar to the low pressure in-
jection system in that it comprises a high pressure 
pump 66 interposed in a high pressure conduit 62, the 
condui t 62 being connected to the discharge line 56 of 
the storage tank 48 and passing through the wall of the 
conta inment s tructure 16 to be flow coupled to the in-
jection conduit 68. Also, a high pressure injection valve 
72 is provided in the conduit 62 outside of the contain-
ment structure. Fur thermore , the high pressure pump 
66 is actuated and the valve 72 is opened by an injec-
tion signal similar to that for the low pressure system to 
inject coolant f rom the storage tank 48 into the reactor 
10. Check valves 78 are provided inside of the contain-
ment s t ructure 16 in lines 6 0 , 6 2 and 52 in order to pre-
vent a backflow of emergency coolant through these 
lines. 

The emergency core coolant system is also provided 
with a conta inment spray system to help condense 
steam which is released into the conta inment a tmo-
sphere and thereby reduce the pressure experienced 
therein. The conta inment spray system comprises a 
pump 82 interposed in a conta inment spray conduit 80 
which is flow coupled to the discharge line 56 of the 
coolant supply tank 48 and which passes through the 
wall of the conta inment s tructure 16. Inside the con-
tainment , the line 80 is connected to a series of spray 
nozzles 86 where coolant delivered there to is dis-
charged into the conta inment a tmosphere to condense 
any steam therein. A heat exchanger 84 is interposed 
in the condui t 80 outside of the conta inment s tructure 
16 and downstream of the pump 82 to cool the coolant 
passing there through. This will provide for better heat 
removal characterist ics of the coolant discharged into 
the conta inment a tmosphere . As with the low and high 
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pressure systems, a containment spray valve 88 is pro-
vided in the conduit 80 outside of the containment 
structure 16. The valve 88 is opened and the pump 82 
started by a containment spray signal which is gener-
ated in a well-known manner if the pressure of the con- 5 
tainment atmosphere rises past an acceptable level. 

As is apparent , large quantities of water are required 
for efficient operation of this system. Also, it is neces-
sary that the system be capable of operating for long 
periods of time. Accordingly, in order to reduce the 10 
size of the equipment necessary (in particular, the size 
of the coolant storage tank 48) a containment sump 92 
is provided inside of the containment structure 16 to 
accumulate any water which is discharged therein. This 
accumulation may include accumulation of primary 15 
coolant released from the reactor 10 through the break 
in the coolant loop, accumulation of injected coolant 
released through the break, and accumulation of the 
coolant resulting from condensation of steam released 
to the containment atmosphere. When the water level 20 
in the refueling water tank 48 reaches a low level, a re-
circulation activation signal is generated which acts to 
close the isolation valve 58 in the discharge line 56 of 
the storage tank 48 and open the isolation valve 98 in 
the discharge line 94 connected to the containment 25 
sump 92. The line 94 passes outside through the wall 
of the containment structure 16 and is in fluid commu-
nication with the discharge line 56 and thus the con-
duits 60, 62 and 80, to thereby allow the pumps 64, 66 
and 82 to have their suction switched to the contain- 3 0 

ment sump 92 to allow a recirculation of coolant. 
Check valves 96 in lines 56 and 94 are provided to 
allow for testing of the isolation valves 58 and 98 with-
out experiencing a backfiow of coolant fluid between 
the refueling water tank 48 and the containment sump 3 5 

92. 

The proposal of the present invention, as depicted in 
FIG. 2, is to provide a combined coolant storage tank 
and containment sump 100 which is positioned inside 
of the containment structure 16. The combined tank 4 0 

and sump 100 replaces and serves the functions of the 
separate coolant storage tank 48 and the separate con-
tainment sump 92 of the prior art emergency core cool-
ing system. As seen in FIG. 2 the combined tank and 
sump 100 is substantially larger than the prior art sump 4 5 

92 shown in FIG. 1 since the combined tank and sump 
must now serve to hold the emergency coolant fluid 
previously held by the coolant storage tank 48. A con-
duit 102 is coupled to the combined tank and sump 100 5 Q 

inside the containment structure 16 and passes out-
wardly through the wall therof to the exterior of the 
containment structure. A normally open, manually op-
erated valve 104 is positioned in the conduit 102 out-
side of the containment structure 16 to isolate the com- ^ 
bined tank and sump for testing. Outside of the con-
tainment structure 16, the conduit line 102 is con-
nected to the conduit lines 60, 62 and 80 to provide 
emergency core coolant to the low pressure pump 64, 
the high pressure pump 66 and the containment spray 6 0 

pump 82. As with the prior art system, the low pressure 
conduit 60 and the high pressure conduit 62 both pass 
through to the interior of the containment structure 16 
and are flow coupled to the injection conduit 68. Inside 
the containment structure 16 there is provided an iden- 6 5 

tical passive injection system comprising a tank 50 hav-
ing therein a supply of emergency core coolant under 
pressure and a discharge line 52 communicating with 

1 6 6 
20 

the primary fluid conduit 26. Additionally, the injec-
tion conduit 68 is connected to the discharge line 52 to 
provide an injection path for the emergency coolant in 
the combined tank and sump 100. A check valve 54 in 
line 52 allows injection of the coolant into the reactor 
vessel 10 when the primary coolant pressure falls below 
that of the coolant in the lines 52 and 68. Also, a plural-
ity of check valves 78 are provided in the conduit lines 
60, 62 and 52 inside the containment structure to pre-
vent backfiow of emergency core coolant through 
these lines and a low pressure and high pressure valves 
70, 72 are provided in the lines 60 and 62 to permit in-
jection of coolant into the vessel 10. Also, as with the 
prior art system, the containment spray conduit 80, 
which has a heat exchanger 84 and containment spray 
valve 88 interposed therein passes into the interior of 
the containment structure 16 and is coupled to the 
spray nozzles 86 to provide emergency core coolant 
fluid thereto. In the event of a loss of coolant accident 
calling for injection of emergency coolant into the re-
actor vessel 10, the operation of the system is the same 
as the prior art. When the pressure of the primary cool-
ant drops, the passive injection system injects coolant 
into the primary line and a plurality of signals are gen-
erated to open the valves 70, 72 and start the low and 
high pressure pumps 64, 66. Emergency core coolant 
fluid is then taken from the combined coolant storage 
tank and sump 100 and injected into the reactor vessel 
through conduits 102 ,60 and 6 2 , 6 8 and 52. If the pres-
sure inside the containment structure 16 becomes too 
great, another signal is generated to open the contain-
ment spray valve 88 and start the containment spray 
pump 82 to spray coolant into the containment atmo-
sphere to condense the steam and lower the pressure 
therein as with the prior art system. 

Other changes which can be incorporated into such 
a system as shown in FIG. 2 are the elimination of the 
prior art quench tank 34 (see FIG. 1) and the elimina-
tion of releasing overpressure in the secondary side of 
the steam generator 20 to the outside atmosphere 
through discharge line 44 (see FIG. 1). Instead over-
pressure from the pressurizer 28 is released from the 
safety relief valve 30 through a discharge line 106 into 
the combined storage water tank and sump 100. With 
regard to the secondary side overpressure problem, a 
vent line 108 is coupled to the steam outlet line 38 and 
has positioned therein, inside the containment struc-
ture 16, a safety relief valve 42. A discharge line 110 
connected to the safety release valve 42 discharges 
steam released therefrom into the combined coolant 
storage tank and sump 100. 

Such an emergency core cooling system as shown in 
FIG. 2 and as described hereinabove serves all the 
functions of the prior art system shown in FIG. 1 and 
provides, in addition to this, several economic and 
safety advantages. First there is the economic advan-
tage in reducing the amount of required piping or con-
duit lines and in eliminating several large valves, in par-
ticular, the remotely actuated valves 58 and 98 and the 
check valves 96 of the prior art system. Against this all 
that is needed to be added is a normally opened, manu-
ally operable valve 104. Also with such a system, the 
recirculation activation signal is eliminated since it is 
no longer necessary to switch suction of the pumping 
systems 64, 66 and 82 from one tank to another. 

With the prior art system in which the coolant stor-
age tank 48 is located outside of the containment struc-
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ture 16, the tempera ture of the coolant therein is usu-
ally f rom 40-70°F while the tempera ture of the coolant 
inside the sump rises to abou t 300°F in the event of an 
accident. To aid in reducing the tempera ture inside the 
conta inment s tructure 16 and also to provide for bet ter 5 
heat t ransfer and heat removal , the heat exchanger 84 
is provided to reduce the t empera tu re of the incoming 
coolant during recirculation of coolant fluid f rom the 
sump 92. Accordingly, in a switchover f rom the storage 
refueling tank 48 to the sump 92, the pumping systems 10 
64, 66 and 82 and the heat exchanger 84 experience a 
rapid tempera ture transient . As can be appreciated this 
is very harmful to both the pumping systems and the 
heat exchanger . However , this problem is alleviated 
with the emergency core cooling system of the present 15 
invention because the emergency core coolant fluid is 
always drawn f rom inside the conta inment s tructure 16 
wherein it experiences a much more gradual tempera-
ture change. 

Also, in the event of a loss of coolant accident the 20 
pressure within the con ta inment a tmosphere is signifi-
cantly higher than a tmospher ic pressure. With the prior 
art system the pressure in the refueling tank is at essen-
tially a tmospher ic pressure and accordingly, it is neces-
sary to develop a specific driving head by the contain- 2 5 

ment spray pumping system 82 in order to insure that 
the coolant fluid leaving through the spray nozzles 90 
is injected into the conta inment a tmosphere . This in-
creases the necessary power requi rement for operat ing 
the pumps 64 , 66 and 82. With use of the present novel 30 
emergency core cooling system, however, this differ-
ence in pressure between that which is acting on the 
coolant fluid and that which is within the conta inment 
a tmosphere is eliminated since the pressure which is in 
the conta inment a tmosphere is exactly that which is 3 5 

acting on the coolant fluid contained in the combined 
storage tank and sump 100. Accordingly, the use of the 
present system aids in reducing the required discharge 
head developed by the conta inment spray pumping sys-
tem 82 and also results in a reduction of the standby 
power requi rements for operat ing the pumping systems 
64 , 66 and 82. 

Fur thermore , economic and safety advantages can be 
realized by having the discharge lines 106 and 110 f rom 
the safety valves 30 and 42 respectively discharging 
into the combined storage tank and sump 100. With re-
spect to the primary side protect ion, it should be 
readily apparen t that with use of the present system 
there is no longer a requi rement for a separate quench 
tank 34 (see FIG. 1) inside the conta inment s t ructure 
16. This affords a substantial economic savings. With 
respect to secondary side protect ion, any radioactive 
contaminents contained in the primary coolant fluid 
and which enter the secondary system via possible leak- g 5 

age between the primary and secondary sides within 
the steam generator 20 will be kept inside the contain-
ment s t ructure 16 and not be released to the outside at-
mosphere . This affords an additional safety fea ture not 
here tofore realized with the prior art emergency core 
coolant system. 

Finally, it should be noted that with the use of the 
present invention it is not necessarily required that the 
conduit 102, which is coupled to the combined water 
tank and sump 100. pass outside of the conta inment ^ 
structure 102. Instead alt the required piping and 
pumping systems of the emergency core cooling system 
could be placed within the containment s t ructure 16 if 

4 0 

4 5 

5 0 

the pumps and piping were designed to withstand the 
atmospheric condit ions experienced within the con-
ta inment at s t ructure 16, i.e., if they were designed for 
high tempera tures (of the order of 300°F) and for 100 
percen t moisture content . 

Accordingly, it can be seen that the novel and im-
proved emergency core coolant system in which there 
is provided a combined water tank and sump 100 lo-
cated within the conta inment s tructure 16, provides 
numerous advantages and additional safety features not 
here tofore experienced with the prior art systems. 

While the preferred embodiment of the invention has 
been shown and described, it will be understood that 
such showing is merely illustrative rather than restric-
tive and that changes in the construction thereof may 
be made without depart ing from the spirit and scope of 
the invention as claimed. 

What is claimed is: 
1. A nuclear reactor system comprising: 
a closed conta inment s tructure providing a contain-

ment a tmosphere therewithin; 
a reactor vessel within said conta inment s tructure 

having a nuclear core therein, a coolant inlet open-
ing and a coolant outlet opening; 

primary coolant conduct ing means coupled to said 
inlet and outlet opening for providing a closed pri-
mary fluid circulating loop; 

a coolant pump for said circulating loop interposed 

in said primary conducting means; 
a combined storage tank and sump within said con-

ta inment s tructure for storing a supply of emer-
gency coolant and for accumulat ing any coolant 
fluid discharged into said conta inment a tmosphere; 

conduit means for conduct ing coolant f rom said 
combined storage tank and sump to said primary 
coolant conducting means; 

means for driving the emergency coolant f rom said 
tank into said primary coolant conduct ing means in the 
event of a loss of coolant accident in said reactor sys-
tem; 

a heat exchange means interposed in said primary 
coolant conduct ing means between said outlet 
opening in said reactor vessel and said coolant 
pump, said heat exchange means having secondary 
coolant conducting means in heat exchange rela-
tionship with said primary coolant conduct ing 
means; 

a vent line coupled to said secondary coolant con-
ducting means; 

a pressure relief safety valve interposed in said vent 
line within said conta inment s tructure for releasing 
fluid in said secondary coolant conduct ing means 
in order to lower the pressure therein; 

a discharge line connected to said pressure relief 
safety valve and in fluid communicat ion with said 
combined storage tank and sump for discharging 
released fluid f rom said safety valve thereinto; 

a pressurizer for controlling the pressure of the cool-
ant in said primary coolant conduct ing means; 

a second pressure relief safety valve coupled to said 
pressurizer for releasing fluid contained therein in 
order to lower the pressure in said primary coolant 
conduct ing means; and 

a second discharge line connected to said second 
safety valve and in fluid communicat ion with said 
combined storage tank and sump for discharging 
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released fluid from said second safety valve there-
into. 

2. The system of claim 1 wherein said conduit means 
has a portion thereof positioned outside of said con-
tainment structure, the ends of said conduit means 
being connected to said combined storage tank and 

9 , 1 6 6 

10 
sump and said primary coolant conducting means in-
side of said containment structure; and wherein said 
drive means comprises a standby pumping system inter-
posed in said portion of said conduit means positioned 

5 outside of said containment structure. 
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