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[57] ABSTRACT 
A nuclear reactor containment arrangement incorporat-
ing a permanent cavity to vessel seal in the form of a 
flexible quarter-circular annular steel gasket affixed to 
and extending between the reactor vessel seal plate and 
cavity wall. The seal functions to isolate the periphery 
of the vessel from a permanent water-tight compart-
ment above the reactor vessel which is flooded during 
refueling operations to minimize the release of radiation 
upon exposure of the nuclear core. The seal is designed 
to accommodate both radial and axial expansion of the 
pressure vessel relative to the cavity wall occurring 
during reactor operation without breaking the water-
tight integrity of the seal. The pressure vessel ventila-
tion system is provided with an air exit duct at the reac-
tor nozzle level to facilitate the circulation of air around 
the periphery of the vessel which would otherwise be 
restricted at the seal to vessel interface. 

6 Claims, 2 Drawing Figures 
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PERMANENT SEAL RING FOR A NUCLEAR 
REACTOR CAVITY 

BACKGROUND OF THE INVENTION 
This invention generally pertains to reactor vessel 

enclosures and more particularly to reactor vessel cav-
ity structures including a refueling canal. 
Refueling of pressurized water reactors is an estab-

lished routine operation carried out with a high degree 
of reliability. For normal load requirements, refueling is 
provided on approximately yearly intervals. The com-
plete refueling operation normally takes approximately 
four weeks. 
In a number of nuclear containment arrangements the 

reactor vessel is positioned within a concrete cavity 
having an upper annular portion above the vessel which 
defines the refueling canal. The canal is maintained dry 
during reactor operations, however, during refueling of 
a nuclear power plant, the canal is filled with water. 
The water level is high enough to provide adequate 
shielding in order to maintain the radiation levels within 
acceptable limits when the fuel assemblies are removed 
completely from the vessel. Boric acid is added to the 
water to insure sub-critical conditions during refueling. 
The reactor vessel flange is sealed to the lower portion 
of the canal by a clamped gasket seal ring which pre-
vents leakage of refueling water to the well in which the 
vessel is seated. This gasket is fastened and sealed after 
reactor cool down prior to flooding of the canal. Pres-
ently, the removable seal ring comprises four large 
diameter elastomer gaskets which are susceptible to 
leakage and must be replaced at each refueling opera-
tion. 
A new concept has been developed by one reactor 

vendor for refueling pressurized water reactors in less 
than seven days. The advantages of rapid refueling are 
associated with a half yearly refueling cycle. This com-
bination of rapid refueling and half yearly refueling, 
results in savings in fuel costs and increased availability 
of the nuclear steam supply system. 
Rapid refueling reduces the number of operator ac-

tions in the refueling operation by eliminating certain 
operations and minimizing the number of components 
to be handled as explained in U.S. Pat. No. 3,752,737, 
issued Aug. 14, 1973 to E. Frisch et al and related pa-
tents cross-referenced therein. In fact, the number of 
individual handling operations are reduced by a factor 
of about six. Whereas current plants require approxi-
mately 2,500 handling operations, the rapid refueling 
system requires only 425. This has been achieved 
through design innovations which no longer require 
electrical lines to be disconnected in the operation, 
provide a quick opening reactor vessel closure, mini-
mize fuel handling operations, expose the core in a sin-
gle lift, and park the control rods in the head and upper 
internals. 
While the above design innovations have simplified 

refueling operations considerably, the reactor vessel 
flange seal structure still provides a source of delay in 
establishing the base conditions for exposing the reactor 
core for refueling. 
Accordingly, a new reactor cavity to seal arrange-

ment is desired capable of expediting refueling opera-
tions. 

SUMMARY OF THE INVENTION 
Briefly, this invention provides an improved nuclear 

reactor containment arrangement incorporating a per-
5 manent water-tight flexible seal affixed to and extending 
between the peripheral wall of the reactor pressure 
vessel proximate the vessel opening and the structural 
wall surrounding the reactor cavity. This seal is de-
signed to accommodate radial and axial expansion of the 

10 pressure vessel relative to the cavity wall experienced 
during reactor operation without breaking the water-
tight integrity of the seal. The water-tight barrier 
formed by the seal functions to isolate the peripheral 
walls of the pressure vessel from a permanent water-

15 tight compartment above the vessel opening which is 
flooded during refueling operations to minimize the 
release of radiation upon exposure of the core. In one 
embodiment, air circulating around the periphery of the 
vessel is enhanced by an air conduit arrangement 

20 through the cavity wall concurrent with at least one of 
the vessel nozzles. 
BRIEF DESCRIPTION OF THE DRAWINGS 
For a better understanding of the invention, reference 

25 may be had to the preferred embodiment, exemplary of 
the invention, shown in the accompanying drawings, in 
which: 
FIG. 1 is a plan view of a reactor containment incor-

porating this invention; and 
30 FIG. 2 is an enlarged cross-sectional view of the 

reactor vessel cavity seal illustrated in FIG. 1. 
DESCRIPTION OF THE PREFERRED 

EMBODIMENT 
35 This invention provides a new reactor vessel to cav-

ity seal arrangement that forms a permanent flexible seal 
between the reactor vessel and the reactor cavity floor 
effecting a water-tight seal for the refueling canal dur-
ing refueling operations while accommodating material 

40 expansions and contractions that occur during normal 
reactor operations, without destroying the water-tight 
integrity of the seal. 
The invention can best be understood by reference to 

the plan view of a reactor containment illustrated in 
45 FIG. 1 which shows a nuclear steam generating system 

of the pressurized water type incorporating the perma-
nent water tight seal ring of this invention. A pressur-
ized vessel 10 is shown which forms a pressurized con-
tainer when sealed by its head assembly 12. The vessel 

50 has coolant flow inlet means 14 and coolant flow outlet 
means 16 formed integral with and through its cylindri-
cal walls. As is known in the art, the vessel 10 contains 
a nuclear core (not shown) consisting mainly of a plural-
ity of clad nuclear fuel elements which generate sub-

55 stantial amounts of heat depending primarily upon the 
position of control means, the pressure vessel housing 
18 of which is shown. The heat generated by the reactor 
core is conveyed from the core by coolant flow enter-
ing through inlet means 14 and exiting through outlet 

60 means 16. 
The flow exiting through outlet means 16 is conveyed 

through hot leg conduit 20 to a heat exchange steam 
generator 22. The steam generator 22 is of the type 
wherein heated coolant flow is conveyed through tubes 

65 (not shown) which are in heat exchange relationship 
with water which is utilized to produce steam. The 
steam produced by the steam generator 22 is commonly 
utilized to drive a turbine (not shown) for the produc-
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tion of electricity. The flow is conveyed from the steam 
generator 22 through conduit 24 to a pump 26 from 
which it proceeds through cooled leg conduit 28 to inlet 
means 14. Thus, it can be seen that a closed recycling 
primary or steam generating loop is provided with cool- 5 
ant piping communicably coupling the vessel 10, the 
steam generator 22, and the pump 26. The generating 
system illustrated in FIG. 1 has three such closed fluid 
flow systems or loops. The number of such systems 
should be understood to vary from plant to plant, but 10 
commonly two, three or four are employed. 
Within the containment 42 the reactor vessel 10 and 

head enclosure 12 are maintained within a separate 
reactor cavity surrounded by a concrete wall 30. The 
reactor cavity is divided into a lower portion 32 which 15 
completely surrounds the vessel structure itself and an 
upper portion 34 which is commonly utilized as a re-
fueling canal. In prior art designs, air flow communica-
tion was maintained between the lower reactor vessel 
well 32 and the refueling canal 34 to assist cooling of the 20 
concrete walls of the reactor cavity and the excore 
detectors embedded within the concrete walls. The air 
flow was facilitated by exhaust fans positioned within 
the containment 40 outside of the concrete barrier 30. 
During refueling operations, the reactor vessel flange 25 
36 was sealed to the reactor cavity shelf 40 by a 
clamped gasket seal ring which prevented leakage of 
refueling water to the cavity space directly below the 
reactor vessel. Such seals, however, required consider-
able time be allotted for their installation and could not 30 
be fastened into place until the reactor cooled down. 
Furthermore, installation of the seal cut off the air path 
which facilitated circulation of the cooling medium 
around the lower portion of the vessel cavity. 
This invention expedites refueling procedures by 35 

providing a permanent reactor vessel to cavity seal 38 
between the reactor vessel flange 36 and the cavity shelf 
40 which accommodates the normal material expan-
sions and contractions experienced during reactor oper-
ation while maintaining the water-tight integrity of the 40 
seal essential during refueling operations. In addition, a 
structural modification to the cavity wall around the 
nozzle locations 14 and 16 facilitates air flow in the 
lower portion of the reactor cavity, which enables cool-
ing to occur during refueling operations as well as dur- 45 
ing reactor operations. Continuous air cooling is accom-
plished through the designed enlarged apertures 44 
surrounding the coolant piping exiting through the 
cavity walls 30. 
The seal ring of this invention can better be appreci- 50 

ated by reference to FIG. 2 which shows a cross-section 
of the seal and its interface with the reactor cavity shelf 
and the reactor vessel flange. In its preferred form, the 
seal is constructed as a 0.25 inch thick stainless steel 
annular ring having a quarter-circle cross-section with 55 
an approximate eight inch radius. At one end the seal 38 
is welded to the reactor vessel flange 36 and at the other 
end to an angle 46, covering an edge of the reactor shelf 
40, which is secured by an anchor 48 embedded in the 
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concrete of the cavity wall 30. Thus, the permanent seal 
38 maintains the water-tight integrity of the refueling 
canal 34 and isolates the portion of the reactor vessel 
well 32 encompassing the vessel 10. 
The particular design of this invention has been 

shown to exhibit the flexibility and durability of accom-
modating over 400 cycles of expansion and contraction, 
far exceeding the number required to satisfy normal 
reactor operations and refueling requirements through-
out reactor life. 
Thus, the containment arrangement of this invention 

expedites refueling operations by removing the present 
necessity of testing and/or replacing seal O-rings at 
refueling and the sealing and raising of seal plates, thus 
increasing the efficiency of reactor operations. Further-
more, the vessel well cooling system can be continu-
ously operated to assure that the excore detectors and 
concrete cavity walls are continuously maintained 
below their specified temperature limits, thereby assur-
ing the continued reliability of the containment equip-
ment. 
We claim as our invention: 
1. A nuclear reactor containment arrangement in-

cluding: 
an open ended pressure vessel operable to expand and 
contract during cyclic operation of the reactor; 

a structural wall spaced from and surrounding the 
peripheral wall of the pressure vessel defining an 
open annulus therebetween; and 

a water tight flexible annular ring seal having a quar-
ter-circular cross section permanently affixed to 
and extending between the peripheral wall of the 
vessel proximate the vessel opening and the struc-
tural wall, the seal being constructed to cyclicly 
contract and expand respectively with cyclic ex-
pansion and contraction of the vessel relative to the 
wall during reactor operation while maintaining 
the water-tight integrity of the seal. 

2. The nuclear reactor containment arrangement of 
claim 1 wherein the quarter-circular arc of the annular 
ring is positioned to have a convex interface with the 
open annulus. 

3. The nuclear reactor containment arrangement of 
claim 1 wherein the quarter-circular arc of the annular 
ring is formed with an eight inch radius. 

4. The nuclear reactor containment arrangement of 
claim 1 wherein the seal has a quarter inch thickness. 
5. The nuclear reactor containment arrangement of 

claim 1 wherein the wall of the pressure vessel adjacent 
the open end has an outwardly extending flange 
adapted to receive a head enclosure and wherein one 
end of the arc of the quarter-circular seal ring is perma-
nently affixed and sealed to the outwardly extending 
end of the flange and the other end of the arc is affixed 
and sealed to the structural wall. 
6. The nuclear reactor containment arrangement of 

claim 1 wherein the seal is constructed from stainless 
steel. 

* * * * * 
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